Viale 316 Stainless Steel
1 Way Inground or Wall Light /4‘47.

Product Specifications

NEle | Viale

\EeiEl | 316 Stainless Steel

@ollelcie | Stainless Steel

[P Rating [NIXS

IKRating LY

lpsiellEreniiieis | Inground or Wall - Recessed

iesiels | 500kg

Cable Length [elelelaglad}

ElgleeEEs | MR16

Max Wattage A%

Fier=eilon @EEs | 3 (No Earth Required)

[Elnfo)=elac el <30,000hrs

PIiE=i e | Clear Glass

@ CRI>80

Plljnaneiel= | No - Not with Globes Supplied

WEEIR/ | 3 Years Replacement®

120°

Tri-Colour By Havit
000K
4000K

g

Part Colour Input Beam Included : : .
Nl Temp Voltage  Angle LED Dimensions Adequate Drainage

HV9507 12v DC Slight decline on Ground level to‘
3000k v o TRI Colour allow for water to run away from fitting
° 3/5/7
é'gggt MR/1é LVEID Cutout with Canister Cutout without Canister
= HV9508 24v DC 87 @63
95 Light Fitting
Stainless Steel Maintenance Kit - 125 50
HV9971 Kit includes rejuvinating paste + Spray for final ——] ‘ ‘
protection coating ‘ ‘ -
@67 | CANISTER | |@87 @63 ] 292 f Canister
12v DC See Catalogue or Website for full range of ' | | 100mm space
LED Drivers 12v DC LED Drivers ' '
g B 17
WOE)mm - W5(;mm
of Crushed Rock
Product Ordering
Part Number Colour Temp Lumens Input Voltage Beam Angle Included LED Barcode
3000k 270Im
HV19062T 2000k 585Im 12vDC 120° TRI Colour | 9350418016447
5500k 300lm

*Items ordered after 01-01-2022
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