Bata 316 Stainless Steel
Brick Lights

Name | Bata

Material | 316 Stainless Steel Face + Aluminium Body

Colour | Stainless Steel or
Poly Powder Coated Black or White

IP Rating | IP54
[ 3000k
Colour Temp [ ] 4000k
[l 5000k

IK Rating | IKO6

Installation Type | Wall - Recessed

Diffuser Type | Glass

Cable Length | 150mm

o Dimensions
Lamp Base | Builtin LED
Front of Fitting
Max Wattage | 3w 10
Protection Class | 12v DC = 3 (No Earth Required) 4‘5 . I:I . 3(5 x
|J
240v = 1 (Earth Required) @ @@i‘? [ ‘ =
Lamp Expectancy | <30,000hrs* ) ) ) Back of Fitling
Canister Mounting Clips for 100 o
CRI | CRI>80 Gyprock Installation ].mmwsmm
O
Dimmable | No - = r A O o 3]5
* S 0 EE
Warranty | 3 Years Replacement P00k IP54 o 105 CANISTER __ 49—
_ & URT [W]RR Tm Mmr-
PI‘OdUCt Ol‘derlng Warranty Website |
Terms & Conditions 88 —30—
Image Part Number Colour |Lumens | Input | Beam | Included LED Barcode . . . .
Temp Voltage | Angle Optional Havit Compatible Accessories
m HV3007T-55316-12V 9350418012197 Image Number Description
n HV3007T-BLK-12V 12v DC 9350418012203 R (e, e
o M- | HV3007T-WHT-12V B 3000K | 240Im 9350418030573 Stainless Steel Maintenance Kit -
[ 4000K| 255Im 190° TRI Colour —— HV9971 | Kit includes rejuvinating paste + Spray for
n HV3007T-55316-240V |l 5500 | 270Im 3wBuUIltin LED | 9350418035561 final protection coating
HV9911
n HV3007T-BLK-240V 240y AC 9350418035554 Small IP67 Weatherproof Connector
L ' HV9912 | Medium IP67 Weatherproof Connector
- IS ] o | HV3007T-WHT-240V 0350418035578 ! HV9913 | Large IP67 Weatherproof Connector

* See Warranty Terms & Conditions for More Information
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