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Commercial

High5® Sensor Bare
The stylish High5® now has an integrated sensor that will automatically turn off, saving energy and money, when there are no 
occupants. A wide variety of options are available to suit any application. These include daylight sensing only as well as 
combination daylight and motion sensing capabilities.

Specification

Leading edge design; 
Daylight only option will regulate light level automatically.
Motion sensing option will automatically dim to a minimum level after 
20 minutes of inactivity in the detection area with preset timeout 
periods of 1 minute or never off.
Infra-red option allows dimming and set point configuration via remote 
control
5.2m sensor coverage when mounted at 2.5m height.
Stylish end cap moulded specifically to fit motion sensor.
Reeded diffuser for stylish, low glare performance.
Unique design allows easy removal of diffuser for lamp change.
Complete with energy efficient T5 lamps, colour 840.

Quick Spec

Pierlite High5® sensor with automatic profiles and 
integrated occupancy and daylight sensor.

Design Application

General commercial interiors, window rows in office 
interiors, stairwells, retail stores, factories, warehouses and 
shopping centres

Product Codes

Code Version Dim (mm) Mass 
(kg)

HI5214BS4/A/TI 2 x 14W LMR 651 x 91 x 91 3.1
HI5214BS4/A/TG 2 x 14W LL 651 x 91 x 91 3.1
HI5214BS4/A/TK 2 x 14W LMR 1 651 x 91 x 91 3.1
HI5254BS4/A/TG 2 x 54W LL 1251 x 91 x 91 3.1
HI5254BS4/A/TK 2 x 54W LMR 1 1251 x 91 x 91 3.1
HI5254BS4/A/TI 2 x 54W LMR 1251 x 91 x 91 3.1
HI5114BS4/A/TK 1 x 14W LMR 1 651 x 91 x 91 3.1
HI5114BS4/A/TI 1 x 14W LMR 651 x 91 x 91 3.1
HI5128BS4/A/TI 1 x 28W LMR 1251 x 91 x 91 3.1
HI5128BS4/A/TG 1 x 28W LL 1251 x 91 x 91 3.1
HI5228BS4/A/TG 2 x 28W LL 1251 x 91 x 91 3.1
HI5228BS4/A/TI 2 x 28W LMR 1251 x 91 x 91 3.1
HI5114BS4/A/TG 1 x 14W LL 651 x 91 x 91 3.1
HI5228BS4/A/TK 2 x 28W LMR 1 1251 x 91 x 91 3.1
HI5128BS4/A/TK 1 x 28W LMR 1 1251 x 91 x 91 3.1

Code Version Dim (mm) Mass 
(kg)

HI5214BS4/A/TI 2 x 14W LMR 651 x 91 x 91 3.1
HI5214BS4/A/TG 2 x 14W LL 651 x 91 x 91 3.1
HI5214BS4/A/TK 2 x 14W LMR 1 651 x 91 x 91 3.1
HI5254BS4/A/TG 2 x 54W LL 1251 x 91 x 91 3.1
HI5254BS4/A/TK 2 x 54W LMR 1 1251 x 91 x 91 3.1
HI5254BS4/A/TI 2 x 54W LMR 1251 x 91 x 91 3.1
HI5114BS4/A/TK 1 x 14W LMR 1 651 x 91 x 91 3.1
HI5114BS4/A/TI 1 x 14W LMR 651 x 91 x 91 3.1
HI5128BS4/A/TI 1 x 28W LMR 1251 x 91 x 91 3.1
HI5128BS4/A/TG 1 x 28W LL 1251 x 91 x 91 3.1
HI5228BS4/A/TG 2 x 28W LL 1251 x 91 x 91 3.1
HI5228BS4/A/TI 2 x 28W LMR 1251 x 91 x 91 3.1
HI5114BS4/A/TG 1 x 14W LL 651 x 91 x 91 3.1
HI5228BS4/A/TK 2 x 28W LMR 1 1251 x 91 x 91 3.1
HI5128BS4/A/TK 1 x 28W LMR 1 1251 x 91 x 91 3.1

3.1kg

Max Dim (mm)
1251 x 91 x 91
Max Dim (mm)
1251 x 91 x 91


