
 
 

Lanx Australis is the Electricians and Builders Choice of stylish range of switches and power points. Having a seperate cover for 
the switch and power point makes it ideal to paint around then put the cover back on when the painting is completed. The Lanx 
range of Bakelite is made from Robust PVC and durable mechanical parts to ensure a 7 year replacement warranty 

 

Product Specifications and Characteristics (ETIM Industrial Standard) 

These specifications and characteristics outline physical, mechanical, electrical details. 

Type Value 

Brand Name LANX 

Product Code LXG1 

Product Description LANX Australis 1 Switch Socket Outlet    

Type of switch On/off switch 

Type of socket outlet 3 pin standard 

Number of socket outlets 1 

Method of operation Rocker/button 

Mounting direction Horizontal 

Type of fastening Mounting with screw 

Surface treatment Gloss 

Nominal voltage 250 VAC 

Nominal current socket outlet 10 A 

Mounting Centres 84 mm 

Size 116 Length x 76 Width x 28 Depth AX 

 

 



 
 
 

Lanx Australis is the Electricians and Builders Choice of stylish range of switches and power points. Having a seperate cover for 
the switch and power point makes it ideal to paint around then put the cover back on when the painting is completed. The Lanx 
range of Bakelite is made from Robust PVC and durable mechanical parts to ensure a 7 year replacement warranty 

 

Product Specifications and Characteristics (ETIM Industrial Standard) 

These specifications and characteristics outline physical, mechanical, electrical details. 

Type Value 

Brand Name LANX 

Product Code LXG11 

Product Description LANX Australis 1 Switch Socket Outlet with Removable Extra Switch   

Type of switch On/off switch 

Type of socket outlet 3 pin standard 

Number of socket outlets 1 

Method of operation Rocker/button 

Mounting direction Horizontal 

Type of fastening Mounting with screw 

Surface treatment Gloss 

Nominal voltage 250 VAC 

Nominal current socket outlet 10 A 

Mounting Centres 84 mm 

Size 116 Length x 76 Width x 28 Depth AX 

 



 
 
 

Lanx Australis is the Electricians and Builders Choice of stylish range of switches and power points. Having a seperate cover for 
the switch and power point makes it ideal to paint around then put the cover back on when the painting is completed. The Lanx 
range of Bakelite is made from Robust PVC and durable mechanical parts to ensure a 7 year replacement warranty 

 

Product Specifications and Characteristics (ETIM Industrial Standard) 

These specifications and characteristics outline physical, mechanical, electrical details. 

Type Value 

Brand Name LANX 

Product Code LXG2 

Product Description LANX Australis 2 Switch Socket Outlet    

Type of switch On/off switch 

Type of socket outlet 3 pin standard 

Number of socket outlets 2 

Method of operation Rocker/button 

Mounting direction Horizontal 

Type of fastening Mounting with screw 

Surface treatment Gloss 

Nominal voltage 250 VAC 

Nominal current socket outlet 10 A 

Mounting Centres 84 mm 

Size 116 Length x 76 Width x 28 Depth AX 

 

 



 
 
Lanx Australis is the Electricians and Builders Choice of stylish range of switches and power points. Having a seperate cover for 
the switch and power point makes it ideal to paint around then put the cover back on when the painting is completed. The Lanx 
range of Bakelite is made from Robust PVC and durable mechanical parts to ensure a 7 year replacement warranty 

 

Product Specifications and Characteristics (ETIM Industrial Standard) 

These specifications and characteristics outline physical, mechanical, electrical details. 

Type Value 

Brand Name LANX 

Product Code LXG12 

Product Description LANX Australis 2 Switch Socket Outlet with Removable Extra Switch                                   

Type of switch On/off switch 

Type of socket outlet 3 pin standard 

Number of socket outlets 1 

Method of operation Rocker/button 

Mounting direction Horizontal 

Type of fastening Mounting with screw 

Surface treatment Gloss 

Nominal voltage 250 VAC 

Nominal current socket outlet 10 A 

Mounting Centres 84 mm 

Size 116 Length x 76 Width x 28 Depth AX 

 

 



 
 
Lanx Australis is the Electricians and Builders Choice of stylish range of switches and power points. Having a seperate cover for 
the switch and power point makes it ideal to paint around then put the cover back on when the painting is completed. The Lanx 
range of Bakelite is made from Robust PVC and durable mechanical parts to ensure a 7 year replacement warranty 

 

Product Specifications and Characteristics (ETIM Industrial Standard) 

These specifications and characteristics outline physical, mechanical, electrical details. 

Type Value 

Brand Name LANX 

Product Code LXG115 

Product Description LANX Australis 1 Switch Socket Outlet    

Type of switch On/off switch 

Type of socket outlet 3 pin large earth 

Number of socket outlets 1 

Method of operation Rocker/button 

Mounting direction Horizontal 

Type of fastening Mounting with screw 

Surface treatment Gloss 

Nominal voltage 250 VAC 

Nominal current socket outlet 15 A 

Mounting Centres 84 mm 

Size 116 Length x 76 Width x 28 Depth AX 

 

 


